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CORRIGENDUM
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Ref.: Tender ID No. 2026-CSIR]63I72-

Date:06.02.2026

After the Pre-Bid meeting held on 04.02.2026, Technical Specification of Inductively
Coupled Plasma Mass Spectrometry (ICP-MS) is amended and revised specification is as
per Annexure-A.

Qualification Requirement, Terms & Conditions, Bid submission end date and Bid opening date
will remain same.

CSIR-NEERI, N
{



- Annexure-A

Revised Technical

(ICP.MS):

Specifications for
Cou Plasma Mass

Procurement of Inductively
trometry (lCp.MS)

Data Station : Com

iyJ*,.r*#^t:i.,tJp,,j1y; 32cB DDR5 or better, Monitor: 27,, LEDor bener;

ater, wastewater, sludge, soil

Peristaltic pump : Three channeG with l0/12 roller or more

Spray chamber: Qu

Mass Range :5 -260 amu o, b"ttu

Mass Resslution : SO.Z .nrnu

Mass Stability : < 0.050 arnu

!_!!O0 amu/sec or bener

Collision cell and
a) Operating in
b) Collision (KED) and Reaction gas modes.
c) Two mass flow controfiers or electronic flow controlrers, one forfor Oxygen, Hydrogen etc.

Helium and second

Dwell Time: S 100 uS

i >6oooocps/ppbano@

Three stage vacuum
Chiller: Com

RF Generator :27/

Detector : Dual
I I orders of magnitude or more

Aufo sampler : With enclosur"EinimGlh samples position or more fo;lsml vials-

The system sh
total dissolved

Software: The
processing, calibration, report generation & Method development operating throughcomputer

system shoutd be wi-Fi enabled, op".uiing system; Licensed w#;*:i?||;tl,with Licensed MS Office 2lor hieher



20 Installation Commissiiihing & Trainingl All standard Accessories including test kits, Multi 33
elements Calibration standards Concentration 1000mg/L 100m1 X 2 Nos., Single elements
calibration standard (Arsenic, Aluminum, Vanadium, Molybdenum, Boron, Gold, Thorium and
Mercury, concentration 1000m9/L L00mL each element), Gas manifold system for two cylinders
(Two sets), Exhaust fume hood system, Two stage Regulators and gas purification panel for-
Helium, Oxygen and Hydrogen should be provided by the supplier to make the instrument
operational. Standard Tool kit should be provided for Instrument maintenance. Three days
operational and maintenance training at CSIR-NEERl, Nagpur. At least two minimum preventive
maintenahce visit shall be carried .out annually, including supply of one PM Kit setup solution and
tuning solution at every PM Visit free of cost during warranty period.

A Warranty: Three years comprehensive warranty (Three years warranty from the
date of installation)

22 Consumables
l) Nickel Cones: Sampler cones! Skimmer cones and/or hlper skimmers) - 25 Nos.
2) Platinum Cones: sampler, Skimmer and/or hyper skimmers with all inserts- One set
3) Quartz Torch -04 Nos.
4) Nebulize r quartz - l0 Nos 

- ' '-'---- 
-5) Spray chamber Quartz- 10 Nos. ,:1

6) Assorted Peristaltic pump tubing - 100 Nos.
7) Pump oil-2L.
8) Autosampler Vials -500 Nos.
9) Autosampler probe with tubing -05 Nos.
l0) Drain Tubing - 50 Nos.
I l) Sample Tubing - 50 Nos.
l2) Assorted Tubing - 100 Nos.
l3)Assofted O-rings - 05 each
14) Standard Mode setup solution- 500mL X 5 Nos.
l5) KED Mode setup solution- 500mL X 5 Nos
l6)HF resistant kit (PFA) including nebulizer. spray chamber, torch, injector- one each

l7) Chiller coolant - 5 L


